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The deadlines -far ready-to-use Material -for the next two Newsletters are 
24-June-1977 and 26-Ausust-1977 ♦ Material reauiring edit ins /re-tap ins 
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reasonably clean » legible and sufficiently dark for good photographic 
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DECUS/US SPRING SYMPOSIUM 



The Spring Symposium should be going on or just done about the tine -this 
Newsletter reaches you* Unfortunately* the people who wrote up the 
advanced program did not realize this and said that this issue would 
document the open session we have planned to handle current 
developments* As this issue goes to press it is still too early to be 
sure of the content of that sesson (I expect that some of it will not be 
developed until the Symposium starts) and it would be too late if it was 
published here in any case* The open session time is art effort to deal 
with the desire for current information exchange at a meeting that must 
be cast in concrete months in advance* The problem is particularly bad 
this time due to the uncertain state of progress in several software 
field test situations and the fact that DEC is planning announcements 
that they are not willing to coordinate with us in advance* 
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Ideas on better ways to deal with this issue as well as all inputs on 
Symposia subjects such as how to broaden participation and upgrade 
usefulness are always welcome* 

NOTE FROM LARS PALMER 



Lars sent a response to the paper I mentioned in the last Newsletter by 
Jim van Zee that compares OS/8 FORTRAN IV* OS/8 FORTRAN II * OS/8 BASIC* 
and his U/U FOCAL* In order to have the response be meaningful * I will 
try to reproduce Jim's paper as well as Lars' response* Many of the 
points Lars makes reflect my own reasons for f reeuently choosing FORTRAN 
IV for new programs* I do think * however* that an important point for a 
great many of our readers is software and hardware cost* FORTRAN II may 
not be the most advanced of the choices but it comes in the basic 
software kit at no extra cost and it does a great deal* It can do some 
things that none of the other languages can do (i*e* efficent 12 bit 
data manipulations at near assembly language speed that can be expressed 
in FORTRAN and imbedded assembly language instructions for doing special 
manipulations and operations)* It has many of the same advantages as 
FORTRAN IV in the area of self contained subroutines written in FORTRAN 
or assembly language that can be loaded or included in a library* U/W 
FOCAL is the next cheapest in software cost and it is optimized to run 
on minimum cost hardware configurations. It is the most interactive and 
responsive choice and it is (to me at least) almost an order of 
magnitude better tuned to the user's needs than OS/8 BASIC* My personal 
bias is that OS/8 BASIC is* and always has been* a failure* Its design 
is faulty* it is not well maintained by DEC- it costs more than the 
preceding choices and to make it anything close to interactive or 
powerful you need a relatively expensive system configuration* If you 
must have the BASIC language for compatibility or training reasons or if 
you must have fairly effective string manipulations you have to choose 
it however* Finally* given enough hardware for BASIC effective* I find 
the better choice for me is usually FORTRAN IV* It is (almost) 
compatible with ANSI standard FORTRAN IV which gives access to a vast 
array of programs and trained programmers* The software is portable to 
a much higher degree than BASIC due to the ANSI standardization of a 
version that is sufficent to do real work* This is as opposed to BASIC 
where the "standard" currently being Developed is still only for the 
minimal version which is useful for games and teaching* but not real* 
high Quality production programming that must use all of the system's 
facilities effectively* For example* the DECUS program libraries 
contain a rich collection of programs written in "BASIC"* On closer 
inspection it turns out that the larger* more useful packages are 
usually written in DEC's "BASIC PLUS"* I have translated or tried to 
translate a number of these programs to OS/8 BASIC with poor results. 
Even though I know something about BASIC PLUS I still find the 
conversion Job as hard as a converson from FOCAL or FORTRAN* On the 
other hand* I have converted a number of packages in FORTRAN from the 
PBP-10 and PDP-11 libraries as well as other sources with very little 
trouble (i.e. SSP? Chi-CQMP packages* and many others)* I have also been 
able to take OS/8 FORTRAN IV programs directly to the PDP-11 with no 
changes at all except for I/O unit numbers that I always assign to an 
integer variable at the beginning of the program anyway and a little 
caution with the use of Hollerith data ^nd A format* The only caution I 
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have for prospective users of FORTRAN IV is this J DEC is not actively 
developing badly needed enhancements (Lars notes that you need a number 
of user written extensions for really good programs) * indeed DEC is not 
really doing any ?a:ious maintenence on FORTRAN IV* The SPR answers are 
coming out saying things like — yes* this is a bug* it will be 
considered a permanent restriction - rather than fixing the problems ♦ 
In view of its advanced features* compatibility and the fact that this 
is the only DEC software that can use the new FPP-8A floating point 
option * I think it is sad and strange that DEC seems to be approaching 
the point where they will be forced to withdraw FORTRAN IV for lack of 
resources and determination to support it* 

Lars also sent some advanced information on the forthcoming European 
DECUS Symposium* The 12 Bit program is shapeing up very nicely* There 
are several interesting papers on advanced work with 8's and a workshop* 
T am pleased to see that RTS/8 seems well represented* EiEC will have 
time to talk about what they are doing and there are hopes of having 
some 12 bit hardware to demonstrate software* exchange programs and 
serve as a focal point for user activity the way we try to do in the US* 
They are also planning user run training seminars for the afternoon and 
evening of the day before thF Symposium begins* By sceduling in this 
way* members can attend one of the sessions without having to stay in 
London an extra night* 

UNSIGNED COMPARES ON THE PDP-8/12 

In talking to Ed Steinbeger recently* the subject of doing unsigned 
comparisons came up. We agreed that* while not hard to code* they are 
still one of the most freouent sources of coding errors on the 8 and 12* 
It is rare to see anything in »-*rint that spells out how to do them* Ed 
offered a copy of some notes he had made on the subject* I have edited 
them and added some explanation as follows. 

Ed was interested in two cases* First is the common case were you 
define 0000 thru 7777 octal as representing thru 7777 octal ( thru 
+4095 decimal)* The second case is the less common assumption that 0001 
thru 7777 octal represent 1 thru 7777 octal ( +1 thru +4095 decimal)* 
and 0000 represents 10000 octal (i.e. +4096 decimal). In other words* in 
the second case there is no representation for a zero value but there is 
one for 4096. Ed looked at two ways of coding the comparisons in each 
of these cases* They are to start with the link bit cleared or with the 
link bit set. Although the more natural way to use the 8 is to start 
with the link bit clear* Ed feels that the code comes out better 
starting with it set* Both versions for each case are shown. 

Set up code for unsigned comparison of locations 'A' and *B" in the 
0-7777 case* 

Link starts - Link starts = 1 



CLA CLA 

TAD B TAD B 

CLL CIA CLL ChL CIA 

TAD A TAD A 
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Set up code for unsigned comparison of locations "A* and "B" in the 
1-10000 case: 

Link starts = 1 



CLA 


CLL 




CLA 


CLL 


CML 


TAD 




B 


TAD 




B 


SZA 






SZA 






CIA 






CIA 






DCA 




TEMP 


DCA 




TEMP 


TAD 




A 


TAD 




A 


SNA 






SNA 






CML 






CML 






TAD 




TEMP 


TAD 




TEMP 



The above set up is then followed with a skip seouence selected from 
below depending on which link start was used and which skip is desired* 

Skip next location if I 

B>A 

B=A 

B<A 

B>=A 



B<=A 

B not eeual A 

If you have any inputs on subjects such as this it would be useful to 
many of our readers for you to submit them for publication in the 
Newsletter* 

NOTE FROM BENJAMIN A* FAIRBANK 



L starts = 


L starts = 1 


SZL 




SNL 


SZA 




SZA 


SZL 




SZL SNA 


SNA 






SNL 




SNL SZA 


JMP 


*+3 




SZA 






SNL 




SZL 


SNA 




SZA 



Benjamin wrote wondering how to bridge the gap between the information 
DEC supplies with OS/3 and the tips in the Newsletter* He feels that 
many of the contributors arr* much more advanced than beginners like 
himself* He would like to know were they get their background 
information on such things as OS/8 conventions* storage? etc* 

(I think the first answer is the OS/8 Software Support Manual which I am 
always amazed to find how few users know about* Maybe DEC does 
something odd about the way they distribute it so new users are not made 
aware of it* The second answer is that our contributors include the 
authors and current maintainers of the software at DEC as well as a 
number of people who have spent as much as six or seven years working 
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with the system* Many of them either have sources (now available for a 
price) or have "dis-assembled" considerable parts of the system as I did 
in the early days before sources were available* Just careful study of 
the source of CCL (which is included in the basic software kit) will 
uncover many chances for modifying the way the system works to suit your 
desires* Many of the items available from the DECUS program library 
also contain valuable lessons for those interested in being advanced 
OS/8 system programmers* Finally • developing contacts among the active 
user community through the newsletter • direct contact st the Symposia* 
and by personal contact through the mail and phone will help broaden 
your perspective and sources of information* By the way* many of our 
contributors sre not so advanced and all contrabutions are always 
welcome and solicited* For example see the next paragraph* RH) 

Benjamin discibes how he cut the cost of a bootstrap when he started 
using OS/8* It seems that a ROM bootstrap option for his PBP-8e from 
BEC would have cost $900* Instead he bought an 8k semiconductor memory 
board from "brand X" for $650* By rearranging the address Jumpers* he 
was able to put his existing 8k of core memory in fields zero and three 
and the volatile semiconductor memory in fields one and two* He then 
wrote a permanently resident bootstrap program for the top page of field 
three* The program initializes itself* copies the standard BEC bootstrap 
to Field 0* then Jumps to it* Thus for less than the cost of a ROM he 
was able to upgrade to 16k and have the advantage of a bootstrap saved 
in non-volatile memory* In his case the area where the permanent 
bootstrap is saved is rarely altered by the programs he runs* If that 
got to be a problem he could use the CORE command to protect the top 
field of memory (at the cost of losing 4k of course) ♦ 

NOTE FROM JOHN YOUNGQUIST 

John sent copies of a couple of TECO editing macros called CLEAN and 
ALIGN* They clean up tabs in assembly language sources and align the 
comment fields* They can both be used with the MUNG command* The first 
line demonstrates how to do this for other macros* I will attach the 
copies of the typeouts to the Newsletter* John is interested in 
communicating with anyone else who is writing TECO macros* His address 
is Uerus Instruments Inc** Box 122* Fort Erie* Ontario* He also 
included a plea for BEC to improve the handling of lower case characters 
and rubout seeuences in the monitor in the next release of OS/8* The 
problem is that the monitor has always been extremely t?sht for space 
and it gets tighter with each release so the desired features take 
several loctions that are almost impossible to find* I have heard that 
there is an effort to implement something to help this situation 
however* One way to minimize the space problem is to use a SET command 
to automatically patch the monitor for things like a scope style rubout 
sequence rather than the printing type* This way you only need space 
for one or the other rather than both* John notes that a good example 
of how the terminal should be treated is in Bewar Information System's 
"ICE" editor* He feels that this editor is very good by the way and 
recommends it highly* He also likes their "ACID" document generator and 
thinks it is superior to RUNOFF? MEMO and so on* 
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NOTE FROM LYMAN BYRB 

The following information was received 3 while back but did not set into 
the last newsletter because I had set it aside to try to find out what 
urogram it refers to* I still am not sure but I think it is the one 
that is in the LAB-8 <LAB-8e?> software. Mr* Byrd writes that while he 
was trying to figure out a way for the program CONv*ER*SV to be used 
under BATCH control he came to the conclusion that the following changes 
would accomplish the purpose that is to convert data formats from 
averaging programs to that of FORTRAN format* The change works very 
well except that you must start the CONVER*SV program over again for the 
next file. He changed the name of CONVER*Sv" to F4XAV.SV to distinguish 
it* The conversion can be any legal input to the conversion program by 
changing the four locations to the desired ASCII representations* 



15600 


0000 


0000 






15601 


6031 


2211 


/ISZ 


15611 


15602 


5201 


1611 


/TfcB I 


15611 


15603 


603'. 


3220 


/DCA 


15620 


15604 


3220 


1220 


/TAB 


15620 


15605 


1220 


4221 


/JMS 


15621 


15606 


1377 


1220 


/TAB 


15620 


15607 


7450 


5600 


/JMP I 


i5600 


15610 


5600 


xxxx 


/null (not used) 


15611 


1376 


5611 


/Pointer 


15612 


7450 


0306 


/"F 




15613 


5245 


0264 


/"4 




15614 


1375 


0274 


/' (Back 


arrow) 


15615 


4221 


0301 


/"A 




15616 


1220 


0326 


/■v 




15617 


5600 


0215 


/■(Carrage return 



NOTE FROM ERIC OLSON 

Eric wrote with responses to some items in the Newsletter* First he 
says that the item on static (p* 2r NL 21) sounded like a problem he is 
having* It seems that at Bromfield they are having a bad time with 
their one and only BECtape drive* Whenever anything goes wrong with the 
system* it dies* Since they only have one driver he says the only way 
to copy tapes is with a program called CORE from EBUC0MP which reads a 
hunk of a tape into memory * lets you change tapes* writes it out on the 
new taper then starts over again for the next hunk* 
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package systems like the CLASSIC and 310 is to select configurations 
that Just fit in a partcular processor with no room to spare in the box 
or on the power supplies or in the cabinets ♦ It is true that the 
processor inside has always been a regular PDP-8 though that has the 
same expansion potential as if it had been purchased in the normal way* 
You save money on the special packages because DEC can "mass produce' 
fixed configurations that make the best use of the configuration 
possibilities of a 3iven processor model. RH) 

He thinks that Jerome can solve his problem of students zeroing or 
otherwise distroying diskettes by Just removing PIP from the system 
disk* COPY* DIRECT* and DELETE will still work but ZERO and SQUISH will 
not* This will mean that from time to time someone will have to do file 
maintenence for everyone usinS a system disk that does have PIP* You 
better not have too much on each disk* Uhen I use a floppy disk system 
I am always filling up the disks and running out of space even with all 
the functions of PIP available to help maintain the file storage. Note 
that "DELETE *.#" will still remove everything from the disk but at 
least the system blocks will not be wiped out. 

NOTE FROM JEFF WYATT ON FORTRAN IV BUG 

Jeff found a bus* in OS/8 FORTRAN IV which may not be known. He did not 
say if he had submitted an SPR. Jeff reports that the following code 
compiles incorrectly. 

DIMENSION A<100)*B(100) 
EQUIVALENCE ( A( 100) t B( 100) ) 

The trouble is that the code the compiler generates forgets the 
dimension for B and starts the executable code that follows these two 
statements Just, after A(100). Therefore any references to B(2) thru 
B(100) will be incorrect and if any values are stored in those locations 
part of the program will be distroyed! A way around the problem is to 
dimension A large enough to include all of B (i.e. A(199) or more). 



FROM DAN SMITH #22 PAGE 8 

£y* Research Institute 
20 Staniford St. 
Boston, Mass. 02114 617 7*2-31^0 

1) OJBRY TO OS/8 EXPERTS t You are running OS/8 and hxe just returned to 
the keyboard aonitor. Now you replace the medium in the OS/8 system 
device with another 0/8-system-bearing medium. What must you do? 
Are there any circumstances (systems have same device configuration! 
systems are strictly identical i etc.) under which it is safe to just 
continue? If not, does a restart at ?600 do everything necessary? 

Or are there subtle dangers in anything short of a full reboot? 

2) FORTRAN IV BUG-OF-TKE-MONTKs It is unsafe to use any multidimensional 
array with more than 204? elements i furthermore, it is unsafe to use 
any multidimensional array with more than 1023 elements if individual 
elements or subarrays are to be passed to a subprogram (i.e. if the 
argument passed to the subprogram is subscripted). Exact details follow. 

Suppose we DIMENSION A(d 1 ,d 2 td^) and reference A(I^» 12*13)* 

D « I x + I 2 d x * l3«id 2 
MN * 1 + d x + d x d 2 (i.e. MN « D for A(l.l.l) ) 

D* « D - MN « (Ii-l) ♦ (I 2 -l)d 1 + (I 3 -l)d 1 d 2 

D is easy to calculated, but D* is the correct displacement from the 
array base. (The problem is that the designers of FORTRAN apparently 
were used to Roman numerals and didn't know that you should start counting 
with zero.) Anyway, in a normal subscript reference, whs; FORTRAN IV 
does, apparently in order to save cycles, is to calculate D, place it 
in an index register (say 7), and reference, e.g. FLDA A-MN*3,7 
The problem is that in a multidimensional array, D may exceed 4095 
even if the array size, and the quantity D - MN, does not. In this 
case the XR overflows and the wrong address is referenced. 

If the subscripted quantity is being passed to a subprogram, as 
before D is computed and placed in an XR, say 7* Then D is retrieved 
via an XTA, multiplied by 3» and added in STARTD mode to a JA A-KN*3 
to form the argument. The problem here is that XTA retrieves as a 
signed number, so in this case the wrong address is computed if D 
exceeds 20*t7* 

For example, if DIMENSION A(2000,2), all elements from (*S,i) on 
up will be transmitted incorrectly, and elements A (96 ,2) through (2000,2) 
will be referenced incorrectly even within the subprogram. 

The rule is that dx + djd 2 + d^d 2 d3 must not exceed 2047. In the 
worst case, DIMENSION A(17,2,2,2,2,2,2) will have problems because 
D * 2159, although there are only 1088 elements. If the total array 
size is less than 1024 elements, the problem cannot arise t larger arrays 
may be permissible depending on the exact dimensions, but it is necessary 
t: do the above calculation to find out. 

I've written a nasty SPR about this and hope the reply will be 
more helpful than DSN April 77 • P* 1*** 

3) A plotter hardware problem with PDP-12's, XY12 interfaces, and Calcomp 
565 plotters. The sequence PLPRfFLSF* JMP .-lsFLCFi JMP .-4 which ought 
to run the carriage to the right, doesn't. It iwill, however, if the 
program is auto single-stepped at slightly less than maximum speed, or 
if about five NOP' 8 are inserted between the PLPR and PLSF. If you have 
this problem, ask your rep about Tech Tip XY12-TT-1 8/20/76. PLPB 
sets < flip-flop that's supposed to stay set for 2*5 mseci however, I0P1 
from the PLSF clears it, and the 565 won't respond to very short pulses. 



PORTSMOUTH ABBEY , PORTSMOUTH R.I. 
12 APR. 1977 
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DEAR BOB: 

A problem can turn up with the E.A.E. in newer machines when 
you want to find out which mode — Mode B or Mode A — you are actually 
in* The standard method (do a DPSZ? if it skips * you're in Mode B) can 
cause trouble if* in fact* you are in Mode A» The accumulator and 
the step counter are both altered. 

The following is used in the current ETOS system headt* I have 
tried to mark the specifically ETOS stuff? but the idea should be of 
General use. 



/ PATCH FOR ETOS HEAD — E.A.E. 
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/ PATCH FOR ETOS HEAD — E.A.E. 



/ 'ETOS.SV BLOCK 65* LOC. 71 (FOR EPIC) 



0000 FIELD 



2071 *2071 



02071 


7441 


02072 


7104 


02073 


3332 


02074 


7501 


02075 


6001 


02076 


3024 


02077 


7403 


02100 


2332 


02101 


7431 



SCA 

CLL RAL 

BCA EAESAV 

MQA 

ION 

DCA LT2MQ 

ASC SCL 

ISZ EAESAV 

SWAB 



/GET STEP COUNT 

/SHIFT UP 1 BIT 

/SAVE. 

/(ETOS: GET MQ) 

/<ET0S: INTERRUPT ON) 

/(ETOS: SAVE MQ) 

/WHICHEVER 

/SET BIT 11 IF MODE 'B' 



2115 *2115 



02115 
02116 
02117 
02120 
02121 
02122 



1332 
7110 
7403 
7420 
7447 
7300 



TAD EAESAV 

CLL RAR 

ASC 

SNL 

SWBA 

CLA CLL 



/GET STEP COUNTER THAT WE SAVED 
/SHIFT BACK TO OLD VALUE 
/(ETOS IS IN MODE 'B' AT THE MOMENT) 
/LINK CARRIES MODE INFO 



7441 SCA= 7441 

2132 EAESAV= 2132 

0024 LT2MQ= 24 

7431 SWAB= 7431 

7447 SWBA= 7447 



/ WORKS THE SAKE IN BOTH MODES* 



/ MQL + set Mcde B 
/ set Mode A 



7403 ASC= 7403 /MODE 'B'. 

/ AC INTO STEP COUNTER 
7403 SCL= 7403 /MODE 'A'. 

/ LOAD COMPLEMENT OF BITS 7-11 

/ OF NEXT WORD INTO STEP COUNTER 

/ S SKIP NEXT WORD 



$$$ after J. Deropsey $$$ 



G. Chase OSB 
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BEAR. BC9, 




THE SEVERAL HUNDRED G R TESTERS IN THE FIELD REPRESEH 
COMPUTATIONAL RESQVOIR tfHICH REGAINS LARGELY UNTAPPED, SINCE 
ftELUCTANT TO FORK A USERS GROUP LIKE BECUS. If SOKE SORT OF HU 
<JhS AVAILABLE, I FEEL THAT HORE OF THE USERS WOULD AVAIL THEflS 
POWERS OF ~Hk S''E. IT IS DOUBTFUL Thh! G.R. 'JILL HELP In THIS 
:~ SEEKS THAT THEY ARE HORE INTERESTED IN MOVING OH TO THE PDF 

future development work. i yiLL be interested to hear of dec 

O-JHERS- DEVELOPMENTS IN THE LIME OF NEW SOFTWARE FOR THE 8/E. 
"HE GO OS WORK WITH THE SIG IN KEEPING US INFORMED. , THZHK YOU 
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Bil! Haygcod has developed a new computer-assisted instructional (CAD system 
for training postal clerks to use the Multi-Position Letter Sorter Machines 
(MP/LSM's) at the Salt Lake City* Utah and six other Western post offices, 
The actual MP/LSM requires 12 operators who must each key one letter Per 
second (via 2 or 3 key hits on a special keyboard) which translates to 3*600 
letters »er hour per clerk. As recently demonstrated at the Van Nuyss CA 
post office* the software can support 12 training VT-52 CRT terminals. Since 
there are severe timing constraints in the simulation! the 12 CRT's must run 
in real time. A single PDP-8/e with 32K core memory and a single RK05 disk 
drive drove 12 VT-52 CRT's each displaying one item Per second and each CRT 
requiring one disk access per second (12 disk accesses Per second). The 2nd 
test consisted of U CRT's doing the one item per second simulation while the 
12th CRT was running OS/8 doing data base generations from the RX8-E '- Floppy 
disk and printing on the LA180 line printer. Additional lyt when the CPU had 
nothing else to do (*)» it ran a NULL Job in the AC lights. During all the 
tests t none of the 12 experienced MP/LSM operators could detect any change 
in the rhythm of the items at any terminal. The CAI trainer program occupies 
8K for its re-entrant code and another 8K for user stacks. A special real 
time executive was used in fields and 1 (all I/O buffers were located in 
field 1). Any ONE terminal on the system can call and run OS/8 ^concurrently 
with CAI on the remaining CRT's. The software t by the ways was written in 
its entirety in PA6E8 consisting of approximately 14*000 statements and about 
a dozen or so macros. The project consisted of three parts: the executive* 
the CAI trainer* and the data base generator (which runs under OS/8 in either 
stand-alone or under the time-sharing executive. This test clearly demon- 
strates that the humble PDP-8 is capable of a lot more than many think. By 
the way* even during the 12-terminal tests* the NULL Job ran at least 50* of 
the time! 

Bill also has available a multi-user OS/8 time-sharing executive which allows 
2 or 3 terminals each running OS/8 on a minimum hardware configuration of a 
PDP-8/e* f* m* or A with 20K memory (for 2 terminals) or 28K (for 3 terms)* 
one RK05 disk drive and a DK8-EA real time clock. System response is said to 
be very good because all users are always core resident. Bill also has in 
the works a 2 terminal OS/8 time-sharing executive which will require only 
12K memory (with other hardware same as above). Interested parties may write 
to* Bill Haygood* 3704 Ridgecrest Drive* Salt Lake City* Utah 84118. 
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•THIS IS A TECO MACRO TO PROCESS PAL 8 SOURCE FILES 
IT REMOVES TABS BETWEEN MNEMONICS AND LABELS WITHOUT 
MISALIGNING THE COMMENT FIELD. 
STORE IT AS "CLEAN. TE" 

IT REQUIRES STUART DOLES ~B PATCH FOR END 
OF FILE FLAG 1332/1035 103? 

5002/0011 1332 
~B=4095 FILE OPEN,=0 IF EOF SEEN 



CALL IT WITH: .MUNG CLEAN ,DEV: FILE. PA 



J KXZ$HK$@I'EB$'$-CGZ$HXZ HK MZ$ 



•START! 0UA ~AMACRO CLEANUP IN PROGRESS 



~A 

<P 1%A$ 








J< S 


AND $ -D I $ 


4<0A-13"E 


L 


OTERMl$* 


0A-9-E 


91$ L GTERM1$' C> 


•TERM1 i >$ 






J< S 


AND I $ -D I $ 


2<QA-13*E 


L 


OTERM2$' 


0A-9-E 


91$ L OTERM2$' C> 


!TERM2£>$ 






J< S 


TAD $ -D I $ 


4<0A-13"E 


L 


OTERM3S' 


0A-9"E 


91$ L OTERM3$' C> 


»TERM3!>$ 






J< S 


TAD x $ -D I $ 


2<0A-13 M E 


L 


OTERM4$' 


QA-9"E 


91$ L OTERM4$' C> 


ITERM4 ! >$ 






J< S 


ISZ $ -D I $ 


4<0A-13 W E 


L 


OTERM5$' 


0A-9"E 


91$ L OTERM5$' C> 


•TERMS ! >$ 






J< S 


ISZ I $ -D I $ 


2<0A-13 rt E 


L 


OTERM6$' 


0A-9 M E 


9IC L OTERM6$' C> 


1TERM6 I >$ 






J< S 


DCA $ -D I $ 


4<0A-13 M E 


L 


OTERM?$' 


0A-9 M E 


91$ L OTERM?$' C> 


•TERM? ! >$ 






J< S 


DCA I $ -D I $ 


2<0A-13"E 


L 


OTERM8$' 


0A-9"E 


91$ L OTERM8$' C> 


ITERM8!>$ 






J< S 


JMP $ -D I $ 


4<0A-13 M E 


L 


OTERM9$' 


0A-9-E 


91$ L OTERM9$' C> 


!TERM9!>$ 






J< S 


JMP I $ -D I $ 


2<0A-13 W E 


L 


OTERM10$ 


0A~9 H E 


91$ L OTERM10$' C> !TERM10!>$ 




J< S 


JMS $ -D I $ 


4<QA-13 H E 


L 


0TERM11$ 


0A-9"E 


91$ L 0TERM11$' C> »TERM1U>$ 




J< S 


JMS I $ -D I $ 


2<0A-13"E 


L 


OTERM12$ 


0A-9"E 


91$ L OTERM12$' C> ITERM12': 


>$ 




~B;> ~APAGES EDITED ~A QA=$ 







'A JOB COMPLETE ~A$EX$ 
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1THIS IS A TECO MACRO TO ALIGN THE COMMENT 
FIELDS IN A PAL8 SOURCE FILE. 
STORE IT AS "ALIGN-TE" 

IT REQUIRES STUART DOLES ~B PATCH FOR END 
OF FILE FLAG 1332/1035 103? 

5002/0011 1332 
~B=4095 FILE OP5N,=0 IF EOF SEEN 

CALL IT WITH .MUNG ALIGN ,D£V=FILE-PA i 

~AMACRO ALIGNMENT IN PROGRESS 

~A$J HXZ$HK$@I'EB$'$-CGZ$KXZ HK MZ$Y$ 

<J<ISTARTI QUA 0UB S/$ OL 

< 8<1%A$ 0A-47-E OSLASHS' GA-9 n E OTAB$' C> 

-C iTABi 8%B$ C 1UA$> 

» SLASH! QA%B$ QB-12"L OEND$' 
$Q3-25"L 3<9I$ 8%3>$' 

<$QB-34 W L OENDS' -D -8%3> 

I END! L> P ~B;> "ACOMMENT ALIGNMENT COMPLETE 

~A EX$ 



Abstract of GT.PA, OS/8 Handler for Tektronix hQG6-l Graphic Terminal 
as Console Device 



GT.PA is an OS/8 handler for the Tektronix **GG6-1 Graphic Display 
Terminal in alphanumeric mode. It allows the terminal to input and 
output as the console device (device codes 3 and h) , possibly replacing 
a teletype in this capacity. The standard OS/8 features are available, 
plus the added feature of stopping at the bottom of the screen during 
output, allowing the operator to hit any key in order to erase and refill 
the screen with the next section of the text. 

The handler was created by modifying the Digital KL8E.PA handler. 
It occupies two pages. 

Submitted to DECUS. Ronald P. Larkin 

The Rockefeller Univerc; ty 
1230 York Avenue 
New York, N.Y. 10021 



U/W-FCCAl: A CGnPARXSGN KITH OTHER GS/fc LANGUAGES 

Jim* van Zee ' §22 PAGE 14 
Dept. of Chem. - Univ. cr wash. 

In the beginning there Mas the PDP1* followed soon after by the PQPt* 
and the Pt)P6* Ana DfcC lookea upon them and realises they needeo SOFTWARE* 
So DEC said to Richard Merrill* 'Let there oe a language which all may speak 
with only 5 minutes instruction* and behold: FCCAL case into being* 

From its inception* FOCAL (short for either FGrmuIa CALculator or For — 
mutating On-line Calculations in an Algebraic Language) was enthusiastically 
receivec by POPS programmers. This language offeree such ease of use* yet 
had sucn power and flexibility* that thousancs of people adopted and adapted 
it to solve their problems* FOCAL provided a convenient starting pc»nt for 
applications programs covering the range from machine tcol control tc hos- 
pital analytical instruments* Yet within a few years of its introduction 
(roughly Xvbo)* DEC apparently lost all interest in 'their* language* 

The original FOCAL was written primarily for a 4K papertape installa- 
tion* but was designed to allow expansion to eK and acaptation to a time- 
sharing environment* One of the significant cesign features was the use of 
the interrupt system which not only improved the apparent execution speed 
(since calculations proceeded in parallel with the output)* but openec the 
door for many real-time applications* Another blessing was an optional 
overlay whicn increaseo the arithmetic precision to 'XC-digits 1 in place of 
the more usual '6-cigit* floating-point software. Thus FOCAL appealed to a 
wide range of users: laboratory personel (prominent among tne early users 
of DEC computers) who could adapt FCCAL to automate tecious' measurements* 
and educational groups who found the language easy to teacn* very forgiving 
in terms of syntax* ana at once both powerful and precise. 



With the advent of a full-blown operating system for the POPS* however* 
FOCAL more cr less officially disappeared. The new emphasis from ftaynard 
was on FORTkAN (suppliea with PS/6* OS/8) and BASIC (available for an acai- 
tional charge)* These languages* of course* hac been developeo elsewhere 
and were in widespread use on big machines* ana* I am sure* were a necessary 
part of a successful marketing strategy* We ourselves induced the availa- 
bility of FCRTRAM as part of the bid specifications tor our initial purchase 
even though we were not at all certain of its usefulness for laboratory ap- 
plications* In the mid-seventies DEC continued developments on FORTRAN and 
began marketing a sophisticated FORTRAN— XV compiler* leaving little olo 4K 
papertape FOCAL far oehina* 

But the users had not forgotten FGCAL* f.any* many people continued to 
submit improvements to DtCUS and several expanded versions appear eo wnich 
worked with ooth user-devel opeo monitor systems (such as the RT monitor) ana 
also with US/b. One of the most successful of these was written by Barry 
Smith and Dave Schneioer at OnSI. Their 'PS/6 FOCAL' was designed simply as 
an overlay to tne last DEC-released version (FCCAL '69) and proviceci 'device 
indepencent 1/G* as well as automatic program foaoing and library mainta»n- 
ence. when we purchased cur computer system we got FOCAL *69 on a paper tape 
and only son.e months later discovered QMSI's version quite by accident. Tne 
point of this story is that if it had not been for an intense interest witnm 
the user conr,r»«un 1 1 y> FOCAL would surely by now have become a 'dead lanyuage' 
since tne original paper-tape version is certainly not on a par with the ao- 
vanced f or e^rouno/fcacKgr ouno* f i e I d-i ndependent* multi-overlay structure of 
FORTRAN iv* The purpose of tnis paper is to examine some of the strengths 
of a user-deve I opeo FOCAL* an outgrowth of PS/6 FGCaL*. in comparison to tne 
DEC supporteo languages currently availaole to tne CS/d pr o gr air.me-r • 
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The version of FOCAL under discussion has teen labeled 'L'/k-FCCAL' or 
•UwF» for short* In its current form it* represents the •end 1 cf approxi- 
mately 5 years of evolution* and while it began simply as a massive overlay 
to FOCAL '69* it was eventually completely rewritten (several times as a 
matter of fact!) and now bears only a formal r esembf cnce to the original 
design* There are two chief characteristics of this versions the first is 
to retain some of the •simp lemindedness • of the original language* 3y this 
I mean that no attempt has Deen made to transcend Fielo bouncaries or to 
implement fancy oata structures or create run-time overlays* What you see 
is what you've got and you can patch it to do >our 'thing* rajttier easily* 

The second characteristic is to pack as many features as is humanly pos- 
sible into the smallest amount of core space. Both of these cf*ar acter ist i cs 
are rather at variance with current software trenos* First* of course* tne 
price of memory as now so low that a 'do-it-yourselfer' can have 32K for ap- 

pi * 

t 

CI 

o 

(which might take hours to invent) which saves a single line in a program* 
will not attempt to justify tnis attitude* but merely observe it* both in my- 
self and among many other FOCAL programmers throughout the world* Perhaps it 
is the innate ellegance of the language (a quality shared by AFLi which makes 
us want to 'write the whole program on one line'* 

This desire for conciseness begins cur comparison: in FGCAL all the dir- 
ectives can ce abbreviated to a single letter* and expressions not required 
can simply be omitted* To consider* for example the cooing requireo for a 
simple loop* we have the following: 

FOCAL BASIC FORTRAN 

F 1*1*2*100* FOR 1=1 TO 100 STEP 2\ \N£XT 1 00 999 1*1*100,2 

Continuing this example* let us suppose that this loop calls a subroutine 
in which case the FCCAL programmer would append a phr«se such as '0 2' after 
the semicolon* the BASIC programmer would insert 'GOSUB 2000' between the 
slashes and FORTRAN would require the statement '999 CALL SUBROUTINE IwQ'. 
Thus for this simple* yet common example* FOCAL has an appealing simplicity* 

Now this sort of thins can be viewed in aifferent lights* First of all* 
it is undoubtedly true that the 'wordiness* of. 8ASIC ana FORTRAN improves 

_. i _____■-!_- •?«.._ _ ._. _. _. _ _■__•__ j _-_->#>_• __:_._._ _______ __ 




and FIR do the same thing. It also makes foreign language versions easy to 
construct* for example* FUk worKs as well in German as FOR does in tn.lisn. 

This leads to the problem of program preparation in general* Certainly 
one of the most appealing features of FCCAL is the KuUiFY corrmand. This al- 
lows the programmer to rapioly make changes in an existing program with most 
of the power of the GS/b E.DITCR* but without having tc load in an overlay (as 
in BASIC)* or worse still* return to the monitor ano run an entirely separate 
program (as you must when oeveloping FORTRAN programs*. FCCAL is thus more 
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highly integrated; it looks at the problem of program ceyelopment for what it 
is* the constant alternation of 'typing and trying** Any programmer accom- 




Since all the defined variables are available for inspection at any time 
it is a simple matter to change some values* fix up the program and continue* 
How much grief is caused by not being able to Hook back 1 when •version l« of 
a FORTRAN or BASIC program goes astray! The program must then be altered to 
include additional PRINT or WRITE commands tr.c the entire process begun over* 
This usually means creating a whole series of slightly different source fifes 
with ail the implications this has for rapidly using up even the largest of 
mass-storage devices* and of course* those of us with QECtapes or cassette 
systems absolutely cringe everytime we see the tape start to wind out toward 
the endl 

So FOCAL is simply more productive* This has been verified by at least 
two large data-processing installations; the Boeing company in Seattle* and 
the U.S. Coast Guard in Connecticut* Both installations have compared u/«- 
FOCAL and FORTRAN IV and found that the former has seme distinct advantages* 
True* FOCAL programs run slower since most implementations of FOCAL have been 
as interpreters** But! fcfco cares? As long as the CPU is faster than the 
lineprinter* or more generally* as long as any output device* even a CRT 
terminal* is faster than human comprehension of the output* the program run- 
ning time becomes less important than the program development time* 

The key here is the nature of small computer, systems* even those which 
are primarily usee simply as 'number crunchers'* The typical FOPS programmer 
views his computer as just another 'tool-of-the-trade' and needs to be aole 
to program it quickly to run a slightly different experiment* or analyze the 
results* omitting the first and third runs* etc* Halfway through the program 
he may suddenly want to see a few more significant digits* or need to change 
the calibration routine to include more points*** Rather than trying to de- 
sign an 'all-purpose 1 program which is compiled once and run forever* FCCAL 
users prefer a 'nands-on' approach in which some operations are executed as 
'direct commands' while others can be developec into convenient subroutines 
which can then be called directly or saved for use later on* As a simple 
illustration* if an experimenter would like to examine a few of the data 
points near a suspected 'glitch* he doesn't need to sit down and write out 
a special program for this (FORTRAN)* or save the program he was running 
so he can write a new one (BASIC)* he will simply type in something like: 
•FOR I»100*IG5,TYPfc FRA(X)' where the f FRA« function (File Random Access) 
is his means of reaoing any data point in the file* If an anomcly is found 
he can then replace it with tne average value* or take seme other course 
of action - again all with direct commands or combinations of direct com- 
mands and short subroutines which he develops as he needs them* 

Wh«t I am expounoing here* of course* is the old argument in favor of 
■interactive' programing anc the message is* FCCAL has it and CS/8-faASIC 
ansi FORTRAN do noti 



* Two notable exceptions are close to home here in Banff: first Jim Gosling 
(formerly with the University of Calgary - where is he now*?) ceveloped a 
compiler for a 4K version of FuCAL about 5 years ago. And secondly* Prof* A* 
S* French up at Ecmonton has also completed a compiler and an interpreter for 
his BOSS operating system on a POPII. I will let nim-tell that story wnen nt 
returns from his sabbatical leave next year* 
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But there are other operational differences* little things perhaps* but 
ones which teno to become annoying after a whi le. for instance* the BASIC 
editor offers no way to correct a program line short of re-typing the whole 
thing* anG liitewise there is no simple way to list just a few parts of your 
program or to print the listing on anything tut the terminal* Another 
annoying feature about BASIC is the restriction on variable narres* the fact 
that only 1 or 2 character names are allowed* with the requirement that the 
second cnaracter MUST be a number* Both FORTRAN ano FOCAL allow names of any 
length* although in FGCAL it is true that the first two characters must be 
unique and names beginning the the letter 'F' are illegal* FORTRAN has its 
own naming restrictions* however* since variables beginning with the letters 
•I-N' are treateo differently from others* This peculiarity can be removed 
in FORTRAN XV* but nevertheless the restrictions on the use of various cata 
types in expressions has always struck me as unfortunate. tiny* for example* 
if the compiler is smart enough to know that 'I*X' is a 'mixed mode' expres- 
sion* doesn't it Just automatically float the quantity "I* and quietly go 
about its business? A similar comment applies to the necessity of writing 
small integers such as '2' in the form '2*0'* or even worse* as '2.0G-C0' in 
order to avoid 'moae errors'* Fortunately cotr. FGCAL ana BASIC fend FORTRAN 
IV1 use floating-point numbers throughout and thus avoio this nuisance* 

Then there is the question of formatting* Both FORTRAN and FGCAL offer 
integer* decimal and scientific formats* the choice ano the number of digit 
printed being up to the programmer* while BASIC more or less makes up its c. 
mind* using a format which depends upon the magnituce of the data: It is im- 
possible* for instance* to print the nuirber 1.234t>E-6 in BASIC to more than 3 
significant figures* 0*00000123 - a situation sany will find intolerable* On 
the other hand* I find just as objectionable FCRTRAfts idea that if the numoer 
is too large for the spsce allowed the best thing to do is to fill the fiela 
with stars. Compare these actions with FCCAL's concept: within a given fielc 
specification a number will be output so as to preserve as many significant 
digits as possible* Thus if you specify a fomat o» %5.03 (the same as Fc.3 
since FOCAL ooes not include the ceci&al point or the sign <r the separating 
space in the field count) you will get the values '12*345** '1234*5' or 
•l*2345fc*06' depending upon the magnitude of the data* In FORTRAN only the 
first value will be printed and you will have no idea at all about the other 
values! Another minor annoyance is that both BASIC ana FORTRAN insist upon 
putting the first significant figure to the right of the decimal point in 
•E-type' output* Thus you get '0. 1C0Q00QE+09' rather than the standara form 
of *l*000***E+08* • One of the small improvements in UWF in this regard is 
the ability to specify a variaole precision scientific format with tne first 
digit printeo ahead of the decimal point* 

Well* what about input? Inputting numbers from the keyboard in FORTRAN 
II is frustrating since the only way to correct a typing mistake is to type 
an illegal character and then re-enter all the values associated with that 
particular REAO command (generally this is unknown)* The necessity of adher- 
ing to specific column positions when typing in numbers is also very awkward* 
FOCAL* BASIC and FORTRAN IV all allow f r ee-f or mat input with the ability to 
•wipe-out' an incorrect number; the latter two even allow individual digits 
to be corrected whereas FOCAL requires the entire number to be re-entered* A 
related question involves the convenience of input prompting* In FOCAL one 
may identify the quantity being input in one of two ways: the command 'ASK 
"DATA" VALUE' will print the word 'DATA' and then input the value of 'VAiuc 1 * 
while the commanc 'ASK ?DATA?' will again print the word 'DATA 1 and also reac 
in a value for that quantity. In both cases the prompting information is in- 
cluded naturally as part of the input command. This is also true in FOkTkAN 
II* bjt in BASIC ana FORTRAN IV* on the other hand* one must use a separate 
PRINT (or WRITE) statement to supply the identification. BASIC also has no 
provision for vertical spacing aside from using a null PRINT command* 
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Weil* you may be thinking* when will he find something bad to say about 
FOCAL? Let us consider the ability Jto handle strings* BASIC clearly wins 
this comparison as it has a very powerful set of string functions while FOR- 
TRAN sort of limps along with its V A' format ano umF finishes last with its 
FIN/FQUT char acter-at-a-t ime functions* This is rather unfortunate since* in 
the 'real world 1 * string manipulation is probably more important to the user 
than is arithmetic ability* FQCAL land FORTRAN) however* were originally de- 
veloped as algebraic languages ano so far only one version has appeared (for 
the PDPil) with extensive string functions** So if your problem is to scan a 
parts inventory or to alphabetize a list of 5CC stucent names* BASIC (or per- 
haps SN080L!) is the language to use* 

Let us consider next subroutining facilities (in general) and the abil- 
ity to link to other program segments* BASIC provides a GOSUB command for 
calling 'internal* subroutines (those which are written as part of the same 
program wni ch calls them) and the *FNx* facility for cedar ing user defined 
functions* The GOSU6 command permits multiple entry points (which is often 
convenient) while the CHAIN command allows one program to link to another* 

UMF* of course* has the powerful c 0O 9 command for executing any line or 
group of lines as an internal subroutine* *DG*s may be combined to achieve 
extremely compact coding* i.e. *DQ 4*5*6* will call 3 subroutines* and con- 
ditional calls via the *GN' command are also possible* A 'RETURN* command is 
usually optional since the range of the subroutine ii automatically defined 
by the call (either a group or a single line)* This allows the 'subroutine* 
to actually be a part of the 'main' program* but it does preclude the use of 
multiple entry points* UbF also has 'FOCAL Statement Function' (FSF) calls 
which provide for passing arguments to the subroutine and returning with a 
numerical result* Cn a larger scale* the LIBRARY GOSUB command permits cal- 
ling all (or part of) an existing program as a subroutine* while the LIBRARY 
RUN command permits chaining from one program to another* 

FORTRAN however* appears to have the most extensive subroutine features* 
Internally one is limited to arithmetic statement functions (not available in 
FORTRAN ID* but externally (i*e* coded as a separate program) one can define 
any sort of complex function or subprogram with its own set of local symbols* 
Thus while FOCAL programs can be called as subroutines* they must be written 
to operate with the same variables defined in the 'main' program* FORTRAN 
subroutines* on the other hand* usually employ "dummy variables' which are 
replaceo by tne those specified in the actual function or subroutine call* 
Since arguments may consist of array names* this is an extremely powerful 
facility which is simply not available in FOCAL or BASIC* FORTRAN II can 
also link from one program segment to another via the CALL CNAIN command 
whereas FORTRAN IV accomplishes the S8me thing through its multilevel overlay 
structure* In general* if the problem at hano requires the manipulation of 
large data arrays or appears to need 32K when you only have 16» FORTRAN IV is 
probably the most suitable language* 

Another important aspect of a language is its ex tens i b I i t y: how easy is 
it to aod new functions or implement a special subroutine which must be coaec 
in assemoly language? BASIC provides for up to 16 user functions which are 
loaded as needed into a fixed core area; 5 pages are available for such func- 
tions* These functions are not permanently resident* however* hence they can 
not be used to implement any real-time operations* Another inconvenience is 
that the every program which wishes to use then must contain an appropriate 
ordered set of 'UulF 1 statements specifying the function name and the number 
of arguments associated with it* There is no way to ace new commands: all 
new features must be implemented as function calls (not always desirable}* 



* Oeveloped by Darrel J* Duff> at west Virginia University* Mogantown* w.va* 
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U/y-FQCAL has room for more than a dozen new functions anu perhaps- lour 
or five new commands* The routines to implement these would he loaded at 
fixed locations and woulo be permanent additions to the language - available 
to any program which wished to use tjiem* Approximately 4 pases have been 
reserved for such additions* Since such routines are always resident they 
may be used for real-time operations such as keeping track of elapsed time* 
monitoring a Schmitt trigger* etc* FCCAL in fact* has a unique facility for 
performing a 'DO 1 call based upon the occurence of a hardware interrupt. 
User routines can be implemented either as function calls -or- as commands* 
The latter is particularly convenient for •control* operations such as set- 
ting relays* initiating the clock* etc* 

FORTRAN IX offers by far the easiest method of implementing assembly 
language functions* Routines written in SABR can be freely intermixed with 
FORTRAN statements and can reference FORTRAN variables or call interna! sub- 
routines whenever necessary* Such routines can be compiled independently anc 
then itnrted together to build a highly modular program* Both 'functions' ano 
•subprograms' can be implemented in this way* The one disadvantage in this 
method is the cooe is all relocatable and hence somewhat difficult to debug* 

In principle it is possible to construct assembly-language routines 
for FORTRAN IV by writing them in RALF code anc then loading the resultant 
binary along with all the other subroutines required by the main program* 
The main oifficuly with this venture seems to be uncerstanoi ng the intri- 
cacies of the Floating-point Processor when all you have is a description 
of the instruction set* Since the addressing modes of the FPP are so com- 
pletely different from those in the familiar world of *TAD***DCA' ana since 
in all liklihood your function will need to execute in POP-6 mode (but may 
be reloacted almost anywhere (including right on top of an inoex register^? 
part of the battle is simply learning about something new* At the moment 
it appears best to use FORTRAN IV 'as is 1 for number cruncning rather than 
trying to seriously modify it for other purposes* 




Branch commands: BASIC has a 'logical IF 1 which provides a single 
branch based upon the truth of a postulated arithmetic relationship* This 
•looks' convenient^ but gets 'messy* in practice since one must frequently 
test several aifferent possible relationships. Thus to decide if A is <> 
*• or > B requires the following logic* IF A<B THEN 10CVIF A»8 THEN 20C\. 
In contrast* both FCCAL ann FGRTRAN have arithnetic IF tests which can 
dispose of this question abruptly! IF ( A-B )1C0,200* 30C. In FOCAL the IF 
command is even more flexible: any statement numoer may be omitteo to indi- 
cate that the program is to continue with the next command. Thus one has 
both the simplicity of a 'logical IF' with the power of a complete •arith- 
metic IF' command. To illustrate: IF (N-1)*1*1;IF (N-2)»2.1;IF (N-3).3.1. 
This is a sieve with or. ly 'equality* causing a branch. This particular ex- 
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ample would be better programed as a 'Computeo GOTO'. This element is 'not 
available in BASIC but is available in both FOCAL and FCRTRAN. In FOCAL one 
would write: JUHP (M 1.1*2.1*3.1 which in FORTRAN is: GOTO ( ll*21*3i)*N. 
Anot er form of program transfer is'the 'Assigned GGTC. Again this is not 
available in dASIC or in FORTRAN II* but in FORTRAN IV consists of a state- 
ment sucn as: ASSIGN JG1 TO J.. .GOTO J. In FOCAL this is eas$ accomplished 

y using an arithmetic expression as a statement number* Thus we could say: 
SET J*1G.1 • • .GOTO o. Obviously however* the ability to use computeo line 
numbers in branch comiranas is much more powerful than the analogy with FOR— 
TRAN brancnes might indicate. The following little loop* for instance* will 
call three different subroutines: FOR I*13*l:>*D0 I. This is equivalent to: 
00 13*14*1!>* FOCAL also has a conditional subroutine call* the 'ON 1 command 
mentioned earlier* This command functions like the arithmetic IF command* 
but performs a subroutine call to one of three possible routines depending 
upon the sign of the expression: ON (A-B)l»2*3. when you consider the state- 
ments necessary to implement the same control function in FORTRAN or BASIC* 
you can begin to appreciate the elegance of this language* 

A very important consideration for any language running under the CS/8 
operating system is *hat sort of file manipulation routines ere available* 
BASIC provides for up to 4 concurrent files which can be either input or 
output files* These files may be opened by the program using any sort of 
user supplied name* and can ce declared to be either ASCII or binary files* 
There is a provision for 'rewinding' a file* i.e. restarting from the begin- 
ning* but no provision for 'random access*. Any piogram I/Q except to or 
from the Teletype must occur through one of tnese files. There is no provi- 
sion for specifying the anticipated size of an output file* 

U/w-FuCAL can have one output file and two input files. One of the in- 
put files may be used for reading -or- writing binary data* The other one 
(and the output filel are can only be used with ASCII beta* Td alleviate the 
tack of QS/6 ports* UWF has an optional internal Linepr inter handler so that 
the output file may be used for something else. There is a 'rewind' command 
for the input file* and an 'abort 1 command for the output file which avoids 
having to 'close' a temporary file in case an error occurs. AH file names 
may be specified at run time u^ing a computeo file name and the 'square brac- 
ket* option is available to assist in optimizing file location* A novel ap- 
proach to file names consists of specifying part of the name in the program 
and enclosing a variaole numeric part in parentheses* Thus the commano 'UPtN 
INPUT FILE(I)' may be used iin a loop perhaps) to read any file from 'FILfcO* 
to 'FILc99'* It is also posstole to specify an OS/fc -block number- in place 
of the file name* This only works for INPUT files* but may be used to speeu 
program loaaing and file searches on DECtapes* It has also proven to be a 
valuable system tool* A speciality available in UWF which is not offeree 
elsewhere is the ability to list the directory of any device either in toto* 
or selectively (incluoins empties)* It is also possible to celete files or 
to create • aummy' files of any length. These file ir-anagement features are 
very useful* for example in recovering 'lost 1 files or repairing bac direc- 
tories* Finally* the binary file provides true rancom access to any wora in 
any blocK on an entire OS/6 mass-storage device. Four data modes are avail- 
able: signed or unsigned 12-bit integers* signed 24 bit integers ano 4-wotg 
floating point numbers. 

FQRT.fcAN II provides a single OS/8 input and output file* but also has 
its own internal handlers for the papertape rrader/punch and the card r eaaer ; 
lineprinter* A minor nuisance is the need tc actively specify the ^-pa^e* 
handier option to the ioaaer if you expect to use such a hanoler. AN file 
and device names may be specified at run time although there is a minor dif- 
ficulty with names whicn are not six chatacters long. There is nc "rewinu 1 
operation. The files contain only ASCII oata unless you have a TC08 DECtape 
controller* in which case you can read and write binar> files with complete 
random acces^* N 
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In FORTRAN IV there are 9 logical units which ica> be assigned m any 
number of ways. Normally h of these losical units are assigned to internal 
handlers ieaving 5 available for genera l-purpose GS/6 1/0* Up to 8 could be 
used for this purpose however. File names must be specified via the Command 
Decoder when loading the program* They can -not— be specified by the program 
itself* This is distinct disadvantage since it means that it is not possiole 
to automate file operations* However*, there are many different sorts of data 
structures possible: formatted files (ASCII)* unformatted files (sequential 
binary)* anc direct access files (random access bin«ry files)* Both REWIND 
and BACKSPACE operations are available. 

Finally we will consider how these languages support various other de- 
vices* 8ASIC has a support package available for the LAB8/e which provides 
routines to operate the ciocK* drive the display and acquire data from vari- 
ous A/0 channels* The •new 1 EAE is also supported by the BASIC Run-time sys- 
tem* FORTRAN XV also offers support for all the LAB3/e peripherals as well 
as the P0P12. It also supports the 8/e EAE* but again* not the earlier one* 
One other device which is supported quite well is the incremental plotter* 
both the olc and the new models* Special subroutine calls are used to access 
the plotter which is not considered as one of the 'regular* I/G devices* 
FORTRAN II offers no support for devices other than those controlled by stan- 
dard OS/8 handlers* 

U/fc-FGCAL offers support for an extremely wide range of optional haro- 
ware* The LABB/e is fully supported as is the PDP12* Cf special note for 
both of these machines is the availabiSity of a 'scope overlay which permits 
using the CRT. for program development as well as displaying graphical output* 
The Tektronix graphics terminals are also supported* as are all styles of in- 
cremental plotters* The plotter routines alio* ooth plotting and annotation* 
treating the plotter as just another output device* Thus it is possible to 
list programs on the plotter in the same way that you would get 8 listing on 
a lineprinter* or punch a paper tape* Both the old anc the new EAE harcware 
is supported and although not standard* routines for powerfai ! /auto-restart 
have also been implemented* 

Miscellaneous: All 4 languages offer double subscripting; BASIC uses 
subscripts beginning with '0' while r'GCAL and FORTRAN start from § I ! . FOR- 
TRAN IV has implied DO loops for transmitting array elements* FORTRAN II* 
BASIC and rOCAL oo not* FOCAL has a slightly different set of arithmetic 
priorities in that multiplication takes preceoence over division rather than 
being of equal stature* This only affects expressions such as A/B*C which is 
A/(B*C) in FOCAL and CA/B)*C in all other languages* UWF* BASIC* and FGim*5* 
IV all provide a May to print the current system date; in aocition* UWF can 
change it! The program name and the current date are saved in the program 
•header' line making it very easy to identify the version of program when it 
is loaded* 

Implementation cons i oer at i ons s BASIC ano FORTRAN IV make good use of 
memory since they are cooed to ignore field boundaries* FOCAL anc FORTRAN II 
do not attempt to cross fields and are thus restricted to one field (maximum) 
for the main program* using an additional fielc for storing variables* dASIC 
uses overlays in order to fit all of the run-time systeir into 8K and still 
have some room for the program* This has serious implications for operation 
on a tape system* especially if you are not thoughtful aoout mixing I/O ana 
string functions* for example* since these resioe in cifferent overlays. The 
8K version of UWF can only use 1-page handlers and has* obviously* some re- 
strictions on the size of the program and the number of variables* Not all 
of the features mentioned aoove are available in the bK version. Unlike 
FORTRAN IV and BASIC* a separate version of UWF is required for different 
memory sizes* This is a result of optimizing the assembly for each config- 
uration* All four languages will ooerate in the oackgrounr ider RTSti* 
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would never have happened without the support of C» R* lamas i- ana the H>aro- 
graphic Service (Canada)* Closer to fiotre* Dr« A* L. Kwiram has been more 
than patient through endless revisions* and last* but foremost* a special 
note of tnanks to my family. 
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Jim van Zee has written a well composed article comparing the various OS/8 
high level languages. (Well not all. COBOL, ALGOL and LISP are also m OS/8 - 
Did you know that?) 

I have also at various times tested most of the available OS/8 languages, but 
the evolution at our installation has been slightly different to that described by 
Jim. I shall try to give you my views on some of the points he raises. 

Let me start with two general remarks. 

1. 1 do not think it is quite fair to compare the end line of the evolution of 
FOCAL as produced by the extremely good FOCAL users, like Jim himself, 
with DEC standard products in the form of BASIC and FORTRAN. We must 
in the comparison include user produced enhancements of these languages. 

2. The main part of my discussion will focus on comparisons between FORTRAN 
IV and FOCAL , these representing more or less the two extremes of the 
different lines of program development. 

Let me just give some short remarks on the other two relevant languages. 

a) BASIC. I agree with most of the remarks Jim makes on BASIC. However, 
for those who feel that the big drawback of OS/8 BASIC is its editor, let me 
just point out that there exists another BASIC usable under OS/8 produced 
by EDUCOMP Corporation, Hartford, USA. In this version the editor is an 
integral part of the program and is much more powerful than the OS/8 BASIC 
editor. There also exists an highly interactive BASIC compiler for lab usage 
(Lab BASIC), an extension of 8K BASIC. I have a small patch making it usable 
under OS/8 in 12K of core. 

b) As to FORTRAN II, I have almost forgotten it as an useful language. However, 
two small remarks. There exists a subroutine in the DECUS Library which 
makes it possible to do unformatted input to FORTRAN H with the same kind 

of power that the FORTRAN IV input has and let us not forget that the FORTRAN 
H is a very powerful language if you have a lot of integer manipulation to do in 
your program. Any program which does floating and integer calculation with a 
heavy slant towards the integer part, runs much faster in the FORTRAN II than 
in any other language, due to the fact that the FORTRAN II is the only language 
which uses real true PDP-8 integers to handle the integers with only PDP-8 code 
to do integer arithmetic. 

Now let us look at the specific points that Jim has brought up, specially then with reference 
to FOCAL and FORTRAN IV. 

As Jim starts to point out, FORTRAN IV is really a language optimized to utilize all the 
possible pover of the PDP-8 system rather than utilizing the small system as well as 
possible. I think a good deal of the differences between mine and Jim's approach to the 
languages lies here. Jim works in an university environment, where people do a lot of the 
programming on a half hobby basis. It is not considered "funny" if you spend a lot of time 
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on getting a program in on a single line. I work on an industrial installation where 
we want to get the maximum power out of our machine and where it is cheaper to pay for 
machine hardware than for human resources. Normally, it is better to put in another 
field of core in the machine than to spend a lot of time reducing the core requirements 
of the program. Jim also mentions the CPU running times and his attitude is that in 
most PDP-8 installations the CPU time is simply always so short that it is not worth 
talking about in relation to the human times. This attitude is not quite true as you well 
know. We have a fast PDP-8 with a FPP. Even in this machine we sometimes get 
running times countable in half hours and hours. Maybe you then would say, so why 
run them on the PDP-8? Well, the thing is that the PDP-8 is there, the time is available 
so I run them on it. With the FPP and FORTRAN the program may take half an hour 
to run in the PDP-8. If I went along to a large machine, at a computing center, it would 
take at least a day before I had my answers, so I prefer to run it on the PDP-8. And even 
in the true PDP-8 laboratory environment running time can become critical. If you do 
laboratory work and have calculations including fourier transforms, it is very easy to 
get CPU times running into the minutes even with a FPP. And as reasonable speed 
factors are setting FOCAL to 1 , FORTRAN without FPP about 10 and FORTO AN with 
FPP about ?<> A . it is quite evident that these programs are very difficult to run in FOCAL. 

The conciseness of FOCAL is a very neat point in many cases. If I want to write a small 
program to tabulate the logarithms of a function between two given values, I would almost 
certainly write it in FOCAL. It will only require a few lines of code maybe one single 
statement to achieve it. In FORTRAN my amount of coding would be much larger. However, 
if I write a program this is two or three pages long in FOCAL with the conciseness that 
FOCAL can give me, put it away for a month and then try to use it again, I have to, as 
Jim so well puts it, soak the program for several hours before I can use it. In FORTRAN 
this is not quite so true. A reasonably well written FORTRAN program is much easier 
both for me and for somebody else to modify. It is not quite true that this can be solved 
by writing the FOCAL program wordy because, as Jim knows as well as anyone of us, 
the content of the FOCAL program is saved as it is, while the FORTRAN program is 
compiled. Therefore, the FORTRAN program takes no more space to save if its variables 
are given 5 letter names instead of one letter names or if it is heavily commented, while 
a FOCAL program quickly runs out of space if I do not try to conserve space by keeping 
down the variable names and the amount of comments. 

I certainly agree with Jim that the interactive programming feature of FOCAL is much 
stronger than that of any other language. However, comparing to large installations, I 
would say that OS/8 BASIC and FORTRAN are not interactive. The difficulty of running 
back and forth between say TECO and FORTRAN in a disc based OS/8 system is not great. 
Changing a line in a FORTRAN program and rerunning it is done in a matter of a few 
seconds. This situation is of course quite different if the media is DEC tape in which 
case running FORTHtAN or BASIC becomes a very frustrating non-interactive process. 
Again this shows what I said in the beginning. We in our case can find it easier to pay for 
a disc than to pay for the time necessary to develope a required program in another 
language. 

Let us look at some of the nuisance points that Jim brings up. 
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Firstly, FORTRAN has a format which is equivalent to FOCAL's format, the G 
format, in which I just define the number of digits I want and FORTRAN changes the 
decimal point to fit zay requirement. Secondly, there is a definite usage of the 
asterisc field (oh, I certainly agree that it is often irritating when a program has run 
for quite some time, suddenly a field of asteriscs is produced as the only answer). 
If you write a program which is to be run many times, it is very neat to have the program 
put its output in nice vertical columns. In this case, it can be annoying when a column 
suddenly is destroyed by the language deciding it needs a wider field for a digit than I 
thought it would. Which of these two points is more difficult, I do not know. My approach 
is to use the 6 format in FORTRAN , whenever I am unsure what the result will be. 
Hie asteriscs in FORTRAN have another usage by the way. If I want to mark a field 
with asteriscs, as it is extremely difficult in FORTRAN in this case to put an error 
text in the field, something which FOCAL will allow me to do quite nicely. 

As Jim also has remarked, the unformatted input reader routines in FORTRAN IV as 
they are now, are very powerful, more powerful than those of FOCAL. With the DECUS 
published patches, it is possible for the executing program to check if the input was 
correct and reask for the input if there was a numerical error in it. This I do not think 
is possible to do * i any of the other languages. 

Jim seems to think that it is very difficult to add new routines to FORTRAN. When 
talking about the subroutines, Jim forgets the most powerful feature of FORTRAN, 
that of its standardization. It is possible to use many hundred subroutines available 
from various sources in a FORTRAN program without any kino of reediting of the 
subroutine. We have c. g. the SSP package of subroutines, many of which are very 
useful. It is also possible to use many programs as such as available from various 
sources. We have implemented some of the BMD programs in a PDP-8 computer. 
The approach to the usage of the assembler subroutines shows how dependent this is 
on a thorough knowledge of the system you are working with. I would say that one of the 
reasons that I prefer FORTRAN IV over the FOCAL and B/.^IC languages is because 
of the easy calling up of assembler subroutines. In the first place there are now ways 
of calling PDP-8 routines without ever looking at the RALF assembler code. Such routines 
are available in the DECUS Library written by Robert Phelps. However, I do not think 
it is very difficult to learn and understand the FPP code. The difficulty of the same order 
is that of learning the floating point package used by the interpreters and the code one 
then has learnt is very much more powerful. Also to write to a subroutine to do a specific 
job in FPP code or in PDP-8 code means that I only have to write and compile this piece 
of code, nothing else, and then load it up with the FORTRAN system. This is of course 
the basis of the true subroutines used in FORTRAN and I find that it gives a very high 
power to the combination of FORTRAN and assembler code. It is even quite easy to 
link in a large PDP-8 code. We have an example of one such code which fills the whole 
of field one and which is then linked up to FORTRAN routines for the number crunching. 
The PDP-8 code existed long before the FORTRAN IV code and was simply relocated 
from field zero and linked up with FORTRAN , a trick which would be very difficult to 
do in the FOCAL atmosphere. 
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As to the question of data formats, FOCAL comes out definitely first. One of the 
cases where I turn to FOCAL is when I need an high precision calculation of such 
format that FORTRAN IV cannot do it. However, I will soon be receiving a PDP-8A 
with a FPP and with this hardware the power of the complex and double precision 
variables in FORTRAN IV becomes available. This is an extremely powerful double 
precision format, 59 bits of mantissa, and with the PDP-8A and FPP it will become 
more and more used in the PDP-8 installations. I am not going to question Jim's 
point of the different features of the programming languages, branch, statements etc. 
Jim's points are well brought out and I quite agree with him that when looking at that 
kind of detail, FOCAL quite often comes out ahead. 

The file manipulations of FORTRAN IV of course are the strongest of any of the high 
level languages. In contrary to what Jim says, it is possible to call USR from the 
program. It is possible to construct program names. We have programs running which 
use the current date as set in the date word as a file name. Again we rely on the routines 
constructed by Robert Phelps. But again I think it is unfair not to include this kind of 
features in such a comparison when we are comparing against TJ/W-FOCAL. When it 
comes to support of various devices, again I think FORTRAN has one of the easiest 
ways of implementing such. In the first place, FORTRAN supports most of Lab 8 
devices as standard (in some cases the standard support is that for PDP-12 device, 
however, the DECUS routines are available for the PDP-8 devices). It also supports 
the FPP12 which makes for an extremely fast number crunching, a system which is 
unbeatable even by many PDP-11 installations. Adding new devices, either as standard 
asynchronous calls or as interrupt driven or driven through the clock mechanism, is 
not difficult and is supported in the original program package. 

In conclusion let me summarize my views. We are very grateful for people like Jim 
for constructing extremely rjowerfiil variants of FOCAL. Certainly carry on with this 
work! Give us FOCAL variants that will handle as much as possible of the sophisticated 
hardware appearing on the scene, that will utilize FOCAL' s ability for the highly driven 
interactive programming, where as you say Jim, I can sit down and type a few commands 
to read the value from an AD converter and calculate the sine of that value. But let us 
also be grateful to DEC for the construction of FORTRAN IV. A program which really 
comes to its rights in large PDP-8 installations like ours where we find that the majority 
of our programs require 16K of core and even then will run into 4,5 maybe 10 overlays. 
Programs even with a FPP can run for several minutes, sometimes up in the half -hour 
range. Using the fast disc devices compiling and loading of the programs, specially with 
the support of the batch monitor , is not the slow and tedious process that it is on a DEC 
tape system. Finally, just so that nobody will misunderstand me, let me say that I have 
worked myself up from a 4K PDP-8 system with paper tape reader and punch up to the 
system which I am now running, a disc based system with dual processors, one running 
timesharing and one running a FPP. However , I shall come back later with a separate 
story to give an idea of the installation. 



